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TRIX
Carlotta de Bevilacqua 

WHITE

MIRROR

MATERIALS AND COLOURS:
aluminum, transparent white  
painted or mirrored polycarbonate

WHITE
PLED : 25 W - PTOT : 29 W 
LED flux 3000Lm - lamp flux 2550Lm
CCT 3000K Ra 80 
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7000 2000

0
max 5900 cd/klm
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180

2400 1600 800

0
max 1800 cd/klm
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180

400 240 80

0
max 320 cd/klm

MIRROR
PLED : 25 W - PTOT : 29 W 
LED flux 3000Lm - lamp flux 2400Lm
CCT 3000K Ra 80 

TRASPARENT
PLED : 25 W - PTOT : 29 W 
LED flux 3000Lm - lamp flux 2250Lm
CCT 3000K Ra 80 
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TRANSPARENT



FLUID
Ross Lovegrove

90

180

240 100

0
max 220 cd/klm

ALL EMISSION - CLOSE 
CONFIGURATION
PLED : 45 W - PTOT : 53 W 
LED flux 3600Lm - lamp flux 3240Lm
CCT 3000K Ra 80 

MATERIALS AND COLOURS:
painted aluminum and metallized ABS
structure white, black, aluminum, green
circuit white, black, orange
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240 100

0
max 235 cd/klm

ONLY TASK LIGHT
PLED : 16 W  
LED flux 1600Lm 
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100% SYSTEM
Ross Lovegrove
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90500 300 100

180

0
max 568 cd/klm

90

180

900 600 300

0
max 660 cd/klm

FLOOR
PLED : 17 W - PTOT : 20 W 
LED flux 1440Lm - lamp flux 1296Lm
CCT 3000K Ra 80 

TABLE
PLED : 3,5 W - PTOT : 4,5 W 
LED flux 282Lm - lamp flux 280Lm
CCT 3000K Ra 80 

MATERIALS AND COLOURS:
painted aluminum and metallized ABS
structure white, black, aluminum, green
circuit white, black, orange

.  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

16
7 

  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
.  

  
.  

  
 2

8,
4 

  
  

.  

.          40        .    

.6.  

FLOOR CONNECTION
PLED : 34 W - PTOT : 40 W 
LED flux 2400Lm - lamp flux 2000Lm
CCT 3000K Ra 80 
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200 80

0
max 190 cd/klm

FLOOR CONNECTION FLOOR TABLE

PATENT PENDING MI2010A000634
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90
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1000 800 400

0
max 890 cd/klm

90

180

1400 800 400

0
max 890 cd/klm

90

180

1000 800 400

0
max 890 cd/klm

90
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1400 600

0
max 890 cd/klm

90

180

1400 600

0
max 890 cd/klm
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4LED
PLED : 5 W - PTOT : 6 W 
LED flux 320Lm - lamp flux 272Lm
CCT 3000K Ra 80 

8LED
PLED : 9 W - PTOT : 11 W 
LED flux 640Lm - lamp flux 544Lm
CCT 3000K Ra 80 

12LED
PLED : 14 W - PTOT : 16 W 
LED flux 960Lm - lamp flux 816Lm
CCT 3000K Ra 80 

16LED
PLED : 18 W - PTOT : 21 W 
LED flux 1280Lm - lamp flux 1088Lm
CCT 3000K Ra 80 

16LED
PLED : 18 W - PTOT : 21 W 
LED flux 1280Lm - lamp flux 1088Lm
CCT 3000K Ra 80 
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TRE SYSTEM
Carlotta de Bevilacqua

ALUMINIUM BODY STRUCTURE

GRAPHITE                                                
THERMAL INTERFACE 

ALUMINIUM PLATE - 4mm

SPACER 

OPTIC MODULES                                                                    
PATENT N° MI2013A000509

OPEN PLATFORM CIRCUIT

LED STANDARD
high efficiency
power single LED 0,35 W 
flux single LED 33,5 Lm
100 Lm/W

LED OPTIONAL
high flux
power single LED 0,7 W 
flux single LED 58 Lm
86 Lm/W

80X80 - 16 LED
PLED : 5,5 W - PTOT : 6 W 
LED flux 536Lm - lamp flux 415Lm
CCT 3000K Ra 85 

160X160 - 64 LED
PLED : 21,5 W - PTOT : 24 W 
LED flux 2144Lm - lamp flux 1804Lm
CCT 3000K Ra 85 

240X240 - 144 LED
PLED : 48,5 W - PTOT : 58 W 
LED flux 4824Lm - lamp flux 4060Lm
CCT 3000K Ra 85 24
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MATERIALS AND COLOURS:
painted aluminum and metallized ABS
white, aluminum, bronze

PATENT PENDING MI2013A000509
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 DIRECT EMISSION
 MAIN AXIS 42° - 30° 
 MM 1200 - 800 - 600 - 400

 LINEAR CONNECTION ELEMENT  
 MM 400 - 200

 CONNECTION ELEMENT  

 CONNECTING PLUG

 CLOSING ELEMENT  

LINEAR CONFIGURATION - MAIN AXIS 42°

SQUARE CONFIGURATION 

LINEAR CONFIGURATION - MAIN AXIS 30°

MAIN AXIS 
x 42°

SECONDARY AXIS
y 30°

MAIN AXIS
x 30°

SECONDARY AXIS 
y 42°

0
max 700 cd/kLm

90

180

270

0
max 700 cd/kLm

90

180

270

0
max 600 cd/kLm

90

180

270

1200 
PLED : 20 W - PTOT : 24 W 
LED flux 2011Lm - lamp flux 1624Lm
CCT 3000K Ra 85 

800 
PLED : 13 W - PTOT : 16 W 
LED flux 1340Lm - lamp flux 1083Lm
CCT 3000K Ra 85 

600 
PLED : 10 W - PTOT : 12 W 
LED flux 1006Lm - lamp flux 812Lm
CCT 3000K Ra 85 

400 
PLED : 6,5 W - PTOT : 8 W 
LED flux 670Lm - lamp flux 542Lm 
CCT 3000K Ra 85 
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DALIDA
Giulio Iacchetti

0

max 1800 cd/klm
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240400 80

0

max 320 cd/klm
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240400 80

0

max 880 cd/klm

90

180

1200 800 400

DIFFUSE single spot
PLED : 12 W - PTOT : 14 W 
LED flux 1300Lm - lamp flux 780Lm
CCT 3000K Ra 80 

MEDIUM single spot
PLED : 12 W - PTOT : 14 W 
LED flux 1300Lm - lamp flux 975Lm
CCT 3000K Ra 80 

WIDE single spot
PLED : 12 W - PTOT : 14 W 
LED flux 1300Lm - lamp flux 975Lm
CCT 3000K Ra 80 

MATERIALS AND COLOURS:
painted aluminum, iron and plastic
white, titanium
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ECLITTA 500 
ECLITTICA TAVOLO
Carlotta de Bevilacqua 

500
PLED : 30 W - PTOT : 33,5 W 
Direct light 8W - Indirect light 22W
indipendent dimming
LED flux 3000Lm - lamp flux 3000Lm CCT 3000K Ra 80 

180

max 340 cd/klm

350 250 150 90

0

200
PLED : 12 W - PTOT : 14 W 
LED flux 1355Lm - lamp flux 1274Lm
CCT 3000K Ra 80 

180

max 200 cd/klm

240 200 160 90

0
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MATERIALS AND COLOURS:
painted aluminum and flexible printed circuit
black, white, bronze, red
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SOL
Marco Zanuso Jr, 
Christophe Mathieu
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2000 1600 90
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max 1550 cd/klm

908001600 1200

0

180

max 1200 cd/klm

909001200

0

30°
PLED : 12 W - PTOT : 14 W 
LED flux 1030Lm - lamp flux 930Lm
CCT 3000K Ra 80 

45°
PLED : 12 W - PTOT : 14 W 
LED flux 1030Lm - lamp flux 930Lm
CCT 3000K Ra 80 

70°
PLED : 12 W - PTOT : 14 W 
LED flux 1030Lm - lamp flux 875Lm
CCT 3000K Ra 80 

MATERIALS AND COLOURS:
metal and methacrylate
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INDRA
Laura Pessoni

56°

30°

RISE
Gerardo Marì

MATERIALS AND COLOURS:
painted aluminum black or white
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PLED : 46 W - PTOT : 55 W 
LED flux 4000Lm - lamp flux 3240Lm
CCT 3700K Ra 80 
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300 150

0
max 270 cd/Klm

.  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
 1

57
,2

  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

 . 

2,9

.  
18

,4
  

.

. 9
,7

.

. ..   15   .

.      30     .

.  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
 1

47
,2

  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

  
  

.

.9,7.

2,9

.       31      .

. 1
0 

.

.  
18

,1
  

.

. .

.   15   .

.                                   156,7                                        .

.9,7.

2,
9

.      31      .

.  
18

,3
  

.
. .

. 15,1 .

0
max 780 cd/klm

180

1000 600 200

30°Direct light
PLED : 6,5 W - PTOT : 8 W 
LED flux 423Lm - lamp flux 364Lm

30°Indirect light
PLED : 12 W - PTOT : 15 W 
LED flux 803Lm - lamp flux 690Lm

56° Direct light
PLED : 6,5 W - PTOT : 8 W 
LED flux 423Lm - lamp flux 355Lm

56° Indirect light
PLED : 12 W - PTOT : 15 W 
LED flux 803Lm - lamp flux 675Lm

CCT 3000K Ra 80 
different possible configuration

0
max 3960 cd/klm

90

180

4000 2000

MATERIALS AND COLOURS:
painted aluminum and 
metal titanium
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BRONTE
Paolo Dell’Elce

MIA
Paola Monaco di Arianello

0
max 320 cd/klm
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PLED : 8 W - PTOT : 10 W 
LED flux 810Lm - lamp flux 631Lm
CCT 3000K Ra 80 

MATERIALS AND COLOURS:
painted aluminum 
black, white, greyge, red beige

MATERIALS AND COLOURS:
painted aluminum black
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PLED : 1 W - PTOT : 1,5 W 
LED flux 100Lm - lamp flux 83Lm
CCT 3000K Ra 80 
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select Lightwww.Select-Light.com
Lighting Shop 

Tienda, Proyectos y Distribución

Light

+34 902 995 715

select Lightwww.Select-Light.com
Lighting Shop 

Tienda, Proyectos y Distribución

Light

(+34) 931 145 863


